
ULTRAPROBE 401 

“DIGITAL GREASE CADDY” 

STORE RECORD



For storing only a decibel reading, adjust sensitivity 

until a decibel appears, and select Store Record. 

For decibel storing before lubrication is 
added and after. Select Store Bef/Aft under 
the setup menu.

Select OFF or ON in the Store Bef/Aft menu. 
Select ON then return to dB display screen.

401 STORE RECORD

With the Ultraprobe 401, storing a 
record can be achieved several ways 
using the STORE Record icon. 



Once Before decibel is stored, the 

UP401 will indicate the Store After 

icon. Lubricate, then store record.

The UP401 also enables the storing of lubricant 
quantities with before and after readings. 

To enable this function, go the Setup Menu. 
Select Add Lube Amount. Then select ON.

401 STORE RECORD

The STORE Before icon appears at the 
bottom of the screen. Adjust sensitivity 
until a dB appears, store record.



Once decibel level appears on screen, 

store record. The dB display will then 

allow for an After reading. 

Lubricate slowly, allowing the decibel 
display to respond. When completed 
select lubricant quantity.

When baseline dB level is reached, stop 
lubricating, enter the lubricant quantity, 
and store record. 

401 STORE RECORD

With Add Lube Amount enabled, revert 
back to the dB display. dB display will 
indicate where to add quantity.


